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47 CFR Ch. I (10–1–00 Edition)§ 74.706

69. Copies of OET Bulletin No. 69 may be
inspected during normal business hours
at the: Federal Communications Com-
mission, CY–C203, 445 12th Street, SW.,
Reference Information Center, Wash-
ington, DC 20554. This document is also
available through the Internet on the
FCC Home Page at http://www.fcc.gov.

[47 FR 21497, May 18, 1982, as amended at 48
FR 21487, May 12, 1983; 52 FR 31403, Aug. 20,
1987; 62 FR 26721, May 14, 1997; 65 FR 58467,
Sept. 29, 2000]

§ 74.706 Digital TV (DTV) station pro-
tection.

(a) For purposes of this section, the
DTV station protected service area is
the geographic-area in which the field
strength of the station’s signal exceeds
the noise-limited service levels speci-
fied in § 73.622(e) of this chapter. The
extremity of this area (noise-limited
perimeter) is calculated from the au-
thorized maximum radiated power
(without depression angle correction),
the horizontal radiation pattern, and
height above average terrain in the
pertinent direction, using the signal
propagation method specified in
§ 73.625(b) of this chapter.

(b)(1) An application to construct a
new low power TV or TV translator
station or change the facilities of an
existing station will not be accepted if
it specifies a site which is located with-
in the noise-limited service perimeter
of a co-channel DTV station.

(2) Due to the frequency spacing
which exists between TV channels 4
and 5, between Channels 6 and 7, and
between Channels 13 and 14, adjacent
channel protection standards shall not
be applicable to these pairs of chan-
nels.

(c) The low power TV, TV translator
or TV booster station field strength is
calculated from the proposed effective
radiated power (ERP) and the antenna
height above average terrain (HAAT)
in pertinent directions.

(1) For co-channel protection, the
field strength is calculated using Fig-
ure 9a, 10a, or 10c of § 73.699 (F(50,10)
charts) of part 73 of this chapter.

(2) For adjacent channel protection,
the field strength is calculated using
Figure 9, 10, or 10b of § 73.699 (F(50,50)
charts) of part 73 of this chapter.

(d) A low power TV, TV translator or
TV booster station application will not
be accepted if the ratio in dB of its
field strength to that of the DTV sta-
tion (L/D ratio) fails to meet the fol-
lowing:

(1) ¥2 dB or less for co-channel oper-
ations. This maximum L/D ratio for co-
channel interference to DTV service is
only valid at locations where the sig-
nal-to-noise (S/N) ratio is 25 dB or
greater. At the edge of the noise-lim-
ited service area, where the S/N ratio is
16 dB, the maximum L/D ratio for co-
channel interference from analog low
power TV, TV translator or TV booster
service into DTV service is ¥21 dB. At
locations where the S/N ratio is greater
than 16 dB but less than 25 dB, the
maximum L/D field strength ratios are
found from the following Table (for
values between measured values, linear
interpolation can be used):

Signal-to-noise ratio(dB)
DTV-to-low
power ratio

(dB)

16.00 .................................................................. 21.00
16.35 .................................................................. 19.94
17.35 .................................................................. 17.69
18.35 .................................................................. 16.44
19.35 .................................................................. 7.19
20.35 .................................................................. 4.69
21.35 .................................................................. 3.69
22.35 .................................................................. 2.94
23.35 .................................................................. 2.44
25.00 .................................................................. 2.00

(2) + 48 dB for adjacent channel oper-
ations at:

(i) The DTV noise-limited perimeter
if a low power TV, TV translator or TV
booster station is located outside that
perimeter.

(ii) At all points within the DTV
noise-limited area if a low power TV or
TV translator is located within the
DTV noise-limited perimeter, as dem-
onstrated by the applicant.

[62 FR 26721, May 14, 1997, as amended at 63
FR 13563, Mar. 20, 1998; 64 FR 4327, Jan. 28,
1999]

§ 74.707 Low power TV and TV trans-
lator station protection.

(a)(1) A low power TV or TV trans-
lator will be protected from inter-
ference from other low power TV or TV
translator stations, or TV booster sta-
tions within the following predicted
contours:
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